





CS 23-355

2300 WATT METAL CHOP SAW
CS 23-355

DS 175*

* Can be supplied as of
July 2010

DSD 250*

DS 200*

600 WATT BENCH GRINDER
DS 200

The powerful unit for extreme applications.

¢ For single phase alternating current

e Powerful and fast cutting for profiles, pipes and
rods made of steel, cast iron, aluminium and other
non-ferrous metals.

e Motor and gear with ball bearing and designed
for high loads

e Spindle lock for easy disc change

Scope of delivery:
Open-ended ring wrench, inner support flange,
adjusting nut

500 WATT DOUBLE GRINDER
DS 175

Compact grinding machine for a wide range
of uses in workshop and production scenarios.

e L ow-noise and low-vibration, maintenance-free
induction motor for single-phase alternating
current

¢ Protective covers closed on the sides with
extraction nozzle

¢ Protective cover bayonet lock for quick and
simple disc change

Scope of delivery:

Normal corundum grinding wheels 36 P and 60 N,
spark protection glass, workpiece support,
hexagonal wrench

Comparative technical values CS 23-355

For grinding discs(@ x bore) 355 x 25,4 mm
Torque 18 Nm
No-load speed 4.000 /min
Rated input power 2.300 W

Max. opening of vice jaws 238 mm
Weight 16,9 kg

Item number 6.02335

Robust grinding machine for sophisticated
sharpening, grinding and deburring tasks.

Low-noise and low-vibration, maintenance-free
induction motor for single-phase alternating
current

Robust die-cast aluminium protective covers
Protective cover bayonet lock for quick and simple
disc change

Scope of delivery:

Normal corundum grinding wheels 36 P and 60 N,
spark protection glass, workpiece support,
hexagonal wrench

900 WATT DOUBLE GRINDER
DSD 250

Powerful drive three-phase grinding machine
for industrial use.

Low-noise and low-vibration, maintenance-free
induction motor

Powerful rotary current motor with high torque
Robust die-cast aluminium protective covers
Protective cover bayonet lock for quick and simple
disc change

Scope of delivery:

Normal corundum grinding wheels 36 P and 60 N,
spark protection glass, workpiece support,
hexagonal wrench

Comparative technical

values DS 175 DS 200 DSD 250
Grinding discs 175 x 25 x 200 x 25 x 250 x 40 x
(9 x thickness x bore) 32 mm 32 mm 51 mm
Max. speed 2.980/min 2.980/min 1.490/min
Rated input power 500 W 600 W 900 W
Tilting movement 2,3Nm 2,6 Nm 10 Nm
Weight 14,5 kg 16,3 kg 33,3 kg
Item number 6.19175 6.19200 6.19250




KN 6875

KU 6872 KU 6870

550 WATT NIBBLER KN 6875

550 WATT CURVE SHEAR KU 6872

The nibbler for narrow curved cuts and
distortion-free cutting of steel sheet.

e Unlimited curving capacity, ideal for notching
sheets

e For cutting sheets without burrs and
deformations; even thin sheets are not deformed

¢ Freely adjustable cutting direction: left, right and
straight and by following a template clamped
to the workpiece

¢ L ong service life of tool and high cutting quality
thanks to matrix concentric carry pin

e Auto-stop carbon brushes to protect the motor

Scope of delivery:
Hexagonal wrench

The handy machine is designed to ensure
burr-free cutting of steel sheet.

e For cutting through and trimming sheet steel
without burrs

¢ Precise cutting by high capacity die chuck with
drop-forged, hardened and ground cutting bench

e The blades do not need to be adjusted while
working

Scope of delivery:
2 hexagonal wrenches

550 WATT CURVE SHEAR KU 6870

The professional curve shear for cuts in steel sheet
up to 2.5 mm in thickness.

¢ For cutting through and trimming sheet steel
without burrs

¢ Precise cutting by high capacity die chuck with
drop-forged, hardened and ground cutting bench

® The blades do not need to be adjusted while
working

Scope of delivery:
2 hexagonal wrenches

Comparative technical values Kn 6875 Ku 6872 Ku 6870
Torque 6 Nm 3Nm 6 Nm
Maximum sheet thickness

- Sheet steel 400 N/mm? 2mm 1,6 mm 2,5 mm
Strokes at no load 3.000 /min 5.300 /min 3.000 /min
Smallest curve radius 4 mm 15 mm 20 mm
Weight without mains cable 2,1kg 1,9 kg 2,56 kg
Item number 6.06875 6.06872 6.06870




CUTTING DISCS FOR METAL CHOP SAWS

Quality class A 36-R "Flexiamant Super" inox

e Medium-hard special cutting disc for rust-free steel;
good product lifetime

Diameter Max. Packing Order no.
x thickness speed unit

x bore hole rpm

mm

350 x 3x 25,4 4.365 10 6.16343

Quality class A 30-R / A 36-S "Flexiamant Super" steel

e Tough version for powerful machines,
good cutting performance and long life in steel

Quality class Diameter Max. Packing Order no.
x thickness speed unit
x bore hole rpm
mm
A 30-R 350 x 3x 25,4 4.365 10 6.16327
A 36-S 350 x 3x 25,4 4.365 10 6.16339
ACCESSORIES FOR CURVE SHEARS
Order no.
Reversible blade
® Reversible blade for Ku 6872 6.31042
e Same blade for tappet and cutting bench
* Reversible blade for Ku 6870 6.30201
e Same blade for tappet and cutting bench
ACCESSORIES FOR NIBBLERS
Order no.
Spare punch
¢ For the nibbler Kn 6875 (as spare) 6.30202
Die
¢ For the nibbler Kn 6875 (as spare) 6.30203
Die
e For the nibbler Kn 6875 6.30204
(maximum sheet thickness, 1.25 mm)
Collets
‘ ¢ Collet size 6 mm 6.31945
¢ Collet size 8 mm 6.31946

ACCESSORIES FOR DIE GRINDERS

Router bits, fine toothed, shank diameter 6 mm

¢ Suitable for light alloys, copper,
brass, tin, plastics, etc.

I Diameter mm Useful length Angle Order no.
mm

— * HSS router bit, spherical

N 6.23575
] ® HSS router bit, spherical

[ B 6.23576
—  HSS router bit, tear-shaped

| KB 20 6.23577
e ® HSS router bit, conical

. 12 20 6.23578
=g * HSS dovetail bit

. 12 12 10 6.23579
=g  + HSS router bit, pear-shaped

. 12 30 6.23580
] ¢ HSS straight bit

. 10 14 6.23581

Flexible shaft

-y

e Suitable for speeds of 20,000 to 30,000 rpm;

bearing-mounted at both ends

Order no.

6.27609

ACCESSORIES FOR BENCH GRINDERS

Grinding discs, aluminium oxide

* For sanding/grinding tool steel

Diameter Grain and  Suitable for Order no.
x thickness hardness

x bore hole

mm

175 x 25 x 32 36 P Ds 175 6.30657
175 x 25 x 32 60 N Ds 1755 6.30656
200 x 25 x 32 36P Ds 200 6.30647
200 x 25 x 32 60 N Ds 200 6.30646
250 x 40 x 51 36 P Ds D 250 6.30636
250 x 40 x 51 60 N Ds D 250 6.30637







DRILLS THE PERFECT HOLE FOR YOU:
A METABO PRECISION DRILL.

Our drills have a long tradition - after all our first product was one:

the manual metal boring drill giving Metabo its name (“Metallbohrdreher”).

Since 1924 we have been implementing continuously new standards when
it comes to drilling. No mater the application: Our extremely high quality
standards guarantee perfect machines for perfect drilling results.

Metabo Marathon motor Smooth running accuracy

Robust, durable and capable of overloading High smooth running
due to special coil protection and an epoxy accuracy thanks to
resin powder-coating on the field coil. extremely low axial play.

This ensures that the motor is optimally
protected from aggressive metal debris.
Very long life!

VTC full-wave electronics
For the pre-selection and
maintenance of the speed,
even under load.




400 WATT ELECTRONIC DRILL
BE 4006

400 WATT ELECTRONIC DRILL
BE 4010

The handy lightweight device; ideal for
pre-drilling of rivet connections,
aluminium and fine sheet.

e Compact, lightweight device in pot design
for permanent use
e Small, handy bench machine
¢ Ergonomic housing design with large
trigger button
e User-friendly guidance of machine exhaust
in all working situations
e Variospeed (V) electronics for infinitely variable
speed change

Scope of delivery:
Futuro Plus quick-action keyless chuck

Compact handyman's drill for precise working.

e Compact, lightweight machine in pot design
for permanent use

e Small, handy bench machine

e Ergonomic housing design with large
trigger button

e User-friendly guidance of machine exhaust
in all working situations

e Variospeed (V) electronics for infinitely variable
speed change

Scope of delivery:
Futuro Plus quick-action keyless chuck

Comparative technical values BE 4006 BE 4010
Torque 6 Nm 8 Nm

Drill diameter in steel 6 mm 10 mm
No-load speed 0-4.000 /min 0-2.850 /min
Drill spindle thread 1/2"-20 UNF 1/2"-20 UNF
Chuck capacity 1-10 mm 1-10 mm

Drill spindle with hexagonal recess 1/4" (6,35 mm) 1/4" (6,35 mm)
Weight without mains cable 1,2 kg 1,2 kg

Item number 6.00554 6.00555




620 WATT ELECTRONIC DRILL
BE 622 S- R+L

710 WATT ELECTRONIC TWO-SPEED DRILL
BE 710

The compact power package with high torque
for extreme applications.

e Die cast aluminium gear housing for optimum
heat dissipation and stability

e Variospeed (V) electronics for infinitely variable
speed change

¢ Metabo S-automatic torque limiting clutch:
to limit any sudden reverse torque that can
occur if tools jam or get caught.

e Well suited for drilling with drill bits with
larger diameters

e High torque

Scope of delivery:
Geared chuck, chuck key,
long additional handle

Ergonomic two-speed machines with innovative
cooling.

e Die cast aluminium gear housing for optimum
heat dissipation and stability

e Optimal cooling thanks to axial/radial fan

® Ergonomic housing design with large trigger
button

e Variospeed (V) electronics for infinitely variable
speed change

e Thumbwheel for pre-selection of speed

¢ robust Metabo Marathon Motor for up to 5 times
increased service life for extra long service life

e Metabo S-automatic torque limiting clutch

Scope of delivery:
Geared chuck, chuck key,
additional handle

METABO MARATHON MOTOR WITH PATENTED COIL PROTECTION GRID
Robust, durable and capable of overloading due to special coil protection and an epoxy resin

powder-coating on the field coil.

Comparative technical values B E 622 S- R+L BE 710

Torque 35 Nm 16 Nm/6 Nm

Drill diameter in steel 16 mm 13 mm/8 mm
No-load speed 0-550 /min 0-1.000/0-3.000 /min
Collar diameter 43 mm 43 mm

Drill spindle thread 1/2"-20 UNF 1/2"-20 UNF

Chuck capacity 1,5-13 mm 1,56-13 mm

Drill spindle with hexagonal recess 1/4" (6,35 mm) 1/4" (6,35 mm)
Weight without mains cable 2,1kg 2,2 kg

Item number 6.00626 6.00830




1020 WATT ELECTRONIC TWO-SPEED DRILL
BE 1020

1100 WATT ELECTRONIC TWO-SPEED DRILL
BDE 1100

Robust professional drill with considerably faster
progress thanks to VTC electronics.

e Die cast aluminium gear housing for optimum
heat dissipation and stability

* Metabo Marathon motor

e Optimal cooling by axial/radial fan

¢ Ergonomic housing design with large
trigger button

e Vario-Tacho-Constamatic (VTC) full-wave
electronics for infinitely variable speed change.
Speed automatically remains constant under
load.

e Metabo S-automatic torque limiting clutch:
to limit any sudden reverse torque that can
occur if tools jam or get caught.

Scope of delivery:
Geared chuck, chuck key,
long additional handle

Powerful professional drill for the toughest
of uses on construction sites thanks to the
extremely high torque.

e Die cast aluminium gear housing for optimum
heat dissipation and stability

e Variospeed (V) electronics for infinitely variable
speed change

e Two-speed gear unit

¢ Metabo S-automatic torque limiting clutch:
to limit any sudden reverse torque that can
occur if tools jam or get caught.

e Operating convenience and safety thanks
to shovel handle

¢ Clockwise and anti-clockwise rotation

Scope of delivery:
Geared chuck, chuck key, long additional handle,
drill depth guide

Comparative technical values BE 1020 BDE 1100

Torque 28 Nm/10 Nm 55 Nm/22 Nm

Drill diameter in steel 16 mm/8 mm 16 mm/10 mm
No-load speed 0-900/0-2.600 /min 0-640/0-1.200 /min
Collar diameter 43 mm 43 mm

Drill spindle thread 1/2"-20 UNF 5/8"-16 UN

Chuck capacity 1,5-13 mm 3-16 mm

Drill spindle with hexagonal recess 1/4" (6,35 mm) -

Weight without mains cable 2,3 kg 3,8kg

Item number 6.00831 6.00806




MAG 32
MAGNETIC CORE DRILL

MAG 50
MAGNETIC CORE DRILL

Compact machine for mobile use.

e Extremely high magnetic force

¢ Powerful and durable Metabo Marathon motor
® Robust and precise dovetail guide

e Very large lift range

e Use of core drill and spiral drill bits

e Weldon direct holder

¢ Integrated coolant container

e Automatic coolant feed for drill tip

Scope of delivery:

Ejector pin (6.35 x 77 mm), safety strap, hexagonal
socket wrench KW 4, transport case, operating

instructions

Machine with excellent drilling
performance-weight ratio.

e Extremely high magnetic force
¢ Powerful and durable Metabo Marathon motor
e Metabo (VTC) full wave electronic
e Thermal overload protection
e 2-level oil bath gear
¢ Clockwise/anti-clockwise rotation with
thread cutter
® Robust and precise dovetail guide
¢ Integrated coolant container
e Automatic coolant feed for drill tip

Scope of delivery:

Industrial holder with 19 mm Weldon shaft,
ejector pin (6.35 x 77 mm and 6.35 x 102 mm),
safety strap, pin punch MK 2, hexagonal socket
wrench KW 5, transport case, operating
instructions

Comparative technical values MAG 32 MAG 50
Output 1.000 Watt 1.200 Watt

. 50-250 /min
Speed 450 /min 150450 /min
Depth of feed 160 mm 160 mm

Morse taper MK 2 19 mm

Holder 19 mm Weldon shaft Weldon shaft
Drill diameter

- Core drill bits 12-32 mm 12-50 mm

- Spiral drill bits 13 mm 20 mm

Max. drilling depth 50 mm 50 mm
Thread cutting - M8-M16
Weight 11 kg 13 kg

Item number 6.00330.50 6.00331.50




1800 WATT THREE-SPEED DRILL

B 32/3 (MAG 100)

Magnetic drill stands
M 100

705 WATT ELECTRONIC ANGLE DRILL
WBE 700

With a maximum torque of 190 Nm,
the right decision for any tough job.

e Powerful three-speed drill with extra high torque
for difficult drilling work, including into steel
® Robust mechanical gearbox with oil bath

lubrication

¢ Die cast aluminium gear housing for optimum

heat dissipation and stability

e Variospeed (V) electronics for infinitely variable

speed change

e Torque limiting clutch to limit any sudden reverse
torque that can occur if tools jam or get caught.

Scope of delivery:

Drill key, long additional handle

Handy angle drill for working on difficult to access
locations thanks to the low corner dimensions.

e Die cast aluminium gear housing for optimum
heat dissipation and stability

e Vario-Constamatic (VC) full-wave electronics for
infinitely variable speed change. Under load the
speed remains almost constant.

e Thumbwheel for preselection of speed

e Robust Metabo geared chuck

¢ Especially suitable for working in places
that are difficult to reach

Scope of delivery:
Geared chuck, chuck key, additional handle,
side handle

Comparative technical values B 32/3 (MAG 100) WBE 700
Torque 190 Nm/120 Nm/90 Nm 8 Nm
Drill diameter in steel 32 mm 10 mm
Drill diameter with core drill bits 100 mm -

No-load speed

170/320/470 /min

850-2.050 /min

Collar diameter 65 mm -

Drill spindle thread - 1/2"-20 UNF
Chuck capacity - 1-10 mm
Drill spindle with inside taper MK3 -

Weight without mains cable 7,5 kg 1,8 kg

Item number 6.00323 6.00512




1010 WATT ELECTRONIC COMBINATION
HAMMER KHE 28 PLUS

1300 WATT ELECTRONIC COMBINATION
HAMMER KHE 56

The powerful combination hammer for hammer
drilling, drilling and (thanks to the rotation stop)
also for chiseling.

Suitable for bits and accessories with

SDS-plus shank end

With the appropriate accessories, it is also suitable
for bits and accessories with cylindrical shank end
(no impact)

Hammer stop for drilling in rotary only mode
Rotation stop for chiselling
Vario-Tacho-Constamatic (VTC) full-wave electronics
for infinitely variable speed change

robust Metabo Marathon Motor for up to 5 times
increased service life for extra long service life

Scope of delivery:

Hammer chuck for tools with SDS Plus shank bit,
additional rubber-coated handle, drill depth stop,
plastic case

6.7 kg of concentrated versatility: perfect for
hammer drilling and for medium-hard chisel work.

e Suitable for bits and accessories with
SDS-max shank end

¢ Vario-Tacho-Constamatic (VTC) full-wave
electronics for infinitely variable speed change.
Speed automatically remains constant under load.

® Rotation stop for chiselling

e Metabo VibraTech (MVT): reduced vibration levels
and therefore less impact on joints due to the
integrated damping system on the handles

e Pneumatic high-performance hammer mechanism

Scope of delivery:

Metabo VibraTech (MVT) additional handle,
drilling depth guide, lubricant for tool shank end,
cleaning cloth, plastic case

HIGH-PERFORMANCE HAMMER MECHANISM

The pneumatic high-performance hammer mechanism enables simple drilling even in the

hardest of materials.

Comparative technical values KHE 28 Plus KHE 56
Torque 20 Nm 90 Nm
Drill diameter in

- Concrete with hammer drills 28 mm 45 mm-
- Brickwork with core bits 68 mm 100 mm
- Steel 13 mm -
No-load speed 0-950 /min 450 /min
Max. impact rate 4.400 /min 2.840 /min
Max. single impact energy 3J 14J
Collar diameter 50 mm 66 mm
Bit retainer SDS-plus SDS-max
Weight without mains cable 2,9 kg 6,7 kg
Item number 6.00364 6.00340




550 WATT ELECTRONIC SCREWDRIVER
DWSE 6.3

550 WATT ELECTRONIC SCREWDRIVER
USE 8

The ceiling and wall screwdriver with switch

off via torque and/or depth stop.

e Optimum speed for processing self-drilled

screws

¢ 10-way adjustable torque

e robust Metabo Marathon Motor for up to 5 times
increased service life for extra long service life

e 2-piece depth stop

e Depth guide can be fully removed for inspection

during operation

e Variospeed (V) electronics for infinitely variable

speed change

Scope of delivery:

Bit holder with snap ring, depth-stop sleeve

(77 mm long, @ 18 mm)

Universal screwdriver with torque up to 40 Nm
thanks to 3-level reduced gear.

¢ "Rigid passage” for pulling in frame pegs

¢ 10-way adjustable torque

e robust Metabo Marathon Motor for up to 5 times
increased service life for extra long service life

e 2-piece depth stop

¢ Depth guide can be fully removed for inspection
during operation

e Variospeed (V) electronics for infinitely variable
speed change

Scope of delivery:
Bit holder with snap ring, depth-stop sleeve
(77 mm long, @ 18 mm), long additional handle

Comparative technical values DWSE 6.3 USE 8
Max. tightening torque 18 Nm 40 Nm
No-load speed 0-2.100 /min 0-900 /min
Rated input power 550 W 550 W
Output power 290 W 290 W
Speed at rated load 1.350 /min 580 /min

Bit retainer

Hexagon recess 1/4" (6.35 mm)

Hexagon recess 1/4" (6.35 mm)

Weight without mains cable

2 kg

2 kg

Item number

6.20001

6.20002




CORE DRILL BITS -

HSS core drill bits with 19 mm Weldon shaft HSS core drill bit set with 19 mm Weldon shaft
® Short version * Working length 30 mm
ﬂ e Total length 63 mm
* Working length 30 mm Order no.
Diameter mm Order no. Diameter mm Order no.
* 3-piece, consists of: core drill bits 6.26623
12 6.26500 z 6.26511 with @ 14, 18, 22 and centring pin
13 6.26501 24 6.26512
14 6.26502 25 6.26513
15 6.26503 26 6.26514 ® 6-piece, consists of: core drill bits with = 6.26624
16 6.26504 27 6.26515 @ 14,16, 18, 20, 22, 26 and centring pin
17 6.26505 28 6.26516
18 6.26506 29 6.26517
19 6.26507 30 6.26518 CENTR'NG PlNS -
20 6.26508 31 6.26519
21 6.26509 32 6.26520 Order no.
22 6.26510 .
For HSS core drill bit 6.35 mm
¢ Centring pin, short for 25 mm 6.26608
HSS core drill bits with 19 mm Weldon shaft cutting depth
* Long version e Centring pin, long for 50 mm 6.26609
* Total length 88 mm cutting depth
* Working length 50 mm
Diameter mm Order no. Diameter mm Order no. For HSS core drill bit 8 mm
12 6.06521 23 6.26532 o Cen_trmg pin, long for up to 50 mm 6.26610
cutting depth
13 6.26522 24 6.26533
14 6.26523 25 6.26534
15 6.26524 26 6.26535 OTH ER ACCESSORIES -
16 6.26525 27 6.26536
17 6.26526 28 6.26537 Order no.
18 6.26527 29 6.26538 Adapt
r
19 6.26528 30 6.26539 apte
20 6.26529 31 6.26540 . Adapter for Weldon 19 mm 6.26600
to Fein Quick In
21 6.26530 32 6.26541
22 6.26531
e Adapter for Weldon 19 mm to 1/2" 6.26611
chuck
Carbide core drill bit with 19 mm Weldon shaft « Adapter MK2 to Weldon, 19 mm 6.26602
¢ Total length 88 mm
* Working length 40 mm ¢ Quick change system MK2 to Weldon, = 6.26604
19 mm
Diameter mm Order no. Diameter mm Order no.
e Adapter for Weldon 19 mm to thread 6.26625
drill M10 DIN 376, @ 7 mm,
14 6.26571 31 6.26588 square 5.5 mm
15 6.26572 32 6.26589
16 6.26573 33 6.26590 e Adapter for Weldon 19 mm to thread 6.26626
17 6.26574 34 6.26591 drill M12 DIN 376, @ 9 mm,
square 7 mm
18 6.26575 35 6.26592 .
19 B128576 36 SAREE e Adapter for Weldon 19 mm to thread 6.26627
20 6.26577 37 6.26594 drill M62 DIN 376, @ 12 mm,
21 6.26578 38 6.26595 square 9 mm
22 6.26579 39 6.26596
23 6.26580 40 6.26597
24 6.26581 45 6.26598
25 6.26582 50 6.26599
26 6.26583 60 6.26614 ¢ Universal cutting spray, 400 ml 6.26606
27 6.26584 70 6.26616 - -
28 6.26585 30 6.26618 ® Shaving protection 6.26607
29 6.26586 90 6.26620
The complete range of accessories for our drills and screwdrivers can be found
30 6.26587 100 6.26622

in our Accessories catalogue.
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GET THE RIGHT SAWAND G
THE RIGHT BLADE.

You'll be surprised what a difference having the right blade fitt C
can have on the quality of cut and how long your blade lasts. Th s i 5 ¢
true when working with tough metal applications. Get the right '

make sure you get the right accessory to match.



720 WATT ELECTRONIC ORBITAL JIG SAW

STE 135/STEB 135

1200 WATT ELECTRONIC ORBITAL SABRE SAW
PSE 1200

Jigsaw for high continuous loads;

with VC electronic.

¢ Robust gear and motor design for severe

applications

e Powerful cutting in wood with thicknesses of up
to 135 mm and steel thicknesses of up to 60 mm
thanks to optimised motor capacity

¢ Quick locking of guide plate for bevel cuts

e Vario-Constamatic (VC) full-wave electronics

Scope of delivery:

Suction nozzle, protective glass, grip-guard,
chip break guard plates, jigsaw blade, hexagonal

spanner

Comparative technical values

STE 135/STEB 135

With perfect ergonomics for use in difficult
to reach locations.

¢ To saw wood, plastics, metal pipes
and profiles etc.

e Powerful, sturdy motor for powerful sawing;
designed for industrial use

® Rubber coated die cast aluminium gear housing:
strong, durable and easy to hold

e Variospeed (V) electronics for infinitely variable
speed change

e Electronic soft start

e Metabo "Quick" saw blade change

Scope of delivery:
3 saw blades, plastic case

Torque 7 Nm
Maximum thickness of material in

- Non-ferrous metals 35 mm
- Sheet steel 10 mm
Orbital motion levels 5

Strokes at no load

1.000-3.000 /min

Weight without mains cable

2,5/2,6 kg

Item number

6.11100/6.11200 <&

Comparative technical values PSE 1200
Torque 15 Nm
Strokes at no load 0-2.600 /min
Saw blade stroke 28 mm
Weight without mains cable 4 kg

Item number 6.01301




JIGSAW BLADES WITH SINGLE LUG
BAYONET SHANK

For metal, "Classic" series

Material Useful Tooth Corresponds Packing Order no.
length mm pitch mm to Bosch type unit
¢ Steel sheets 0.5-1.5 mm,
Noandipped] = mme " .
non-ferrous metals, milled, wavy
. HSS 66 0,7 TN18G 5 6.23636
¢ Steel sheets 1-3 mm,
Nl et r——— .
non-ferrous metals, milled, wavy
. HSS 51 1,2 TNM8A 5 6.23637

¢ Steel sheets 1-3 mm,
== e non-ferrous metals,
sandwich materials, milled, wavy

. HSS 106 1,2 T318A 5 6.23629

For metal, "Professional" series

Material Useful Tooth Corresponds Packing Order no.
length mm pitch mm to Bosch type unit

¢ Steel sheets 1-3 mm,

=
non-ferrous metals, milled, wavy
. BiM 57 1,2 T N8 AF 5 6.23971
e Sandwich materials 2-65 mm,
e e ey non-ferrous metals, plexi-glass,
milled, wavy
. BiM 106 1.1 T 318 AF 5 6.23978

¢ Sheet steel 2.5-6 mm, sandwich
= T W materials 2-120 mm, non-ferrous
metals, plexi-glass, milled, wavy

. BiM 150 2,0 T718 BF 5 6.23604

For metal, "pioneer" series

Material Useful Tooth Corresponds Packing Order no.
length mm pitch mm to Bosch type unit

Fﬁh_- - e Steel sheets 1.5-10 mm, non-ferrous
- . LY

metals to 30 mm, milled, wavy

14-2.6
I HSS 74 progressive T123 X 5 6.23676

For aluminium and nonferrous metals, "Expert" series

Material Useful Tooth Corresponds Packing Order no.
length mm pitch mm to Bosch type unit

e Aluminium 3-15 mm,
| = o ] non-ferrous metals 4-20 mm,

plastics, for quick cuts, milled, wavy

. HSS 74 3,0 T127D 5 6.23639

For stainless steel, "Expert" series

Material Useful Tooth Corresponds Packing Order no.
length mm pitch mm to Bosch type unit

e Stainless steel sheets (Inox) 1-2 mm,
non-ferrous metals, ground

. HM 57 11 T 118 AHM 3 6.23662

e Stainless steel sheets (Inox) 2-4 mm,
non-ferrous metals, ground

. HM 57 1,4 TN8EHM 3 6.23663

SABRE SAW BLADES WITH
1/2" UNIVERSAL SHANK

For metal, "Flexible" series

Material Total Tooth Corresponds Packing =~ Order no.
length mm pitch mm to Bosch type unit

_‘. ® Sheets 3-8 mm, pipes, profiles
@ 10-100 mm, offset, milled

| B 150 1,8/14 TPl S 922 BF 5 6.31491

e Sheets 1.5-4 mm, profiles
S @ 5-175 mm, profiles 10-175 mm

for flush cuts, offset, milled

. BiM 225 1418TPI S 1122EF 5 6.31493

For metal, "Pro" series

Material Total Tooth Corresponds Packing =~ Order no.
length mm pitch mm to Bosch type unit

¢ Sheets 3-8 mm, pipes, profiles
@ 20-175 mm, for pipe cutting
_ equipment, for breaking and
renovation work for straight,
precise and particularly clean cuts,
offset, milled

. 1,411,8
l BiM 225 14/18 TPI S 1126 BEF 5 6.28256

® Sheets 4-10 mm, pipes, profiles
@ 20-175 mm, for pipe cutting
s : equipment, for breaking and
renovation work for straight,
precise cuts, offset, milled

. 2,5/3,2
I BiM 225 810 TPI S 1126 CHF 5 6.31989
For metal, "Pro Premium" series -
Material Total Tooth Corresponds Packing Order no.
length mm pitch mm to Bosch type unit

* Sheets 3-8 mm, pipes, profiles
@ 20-175 mm, for pipe cutting
__ equipment, for straight, precise
and particularly clean cuts with
an extremely long service life,
offset, milled

. 1,4/1,8
I BiM 225 1418 TPI S 1136 BEF 2 6.28258

® Sheets 4-10 mm, pipes, profiles

@ 20-175 mm, for pipe cutting
IS ccuipment, for straight, precise
and fast cuts with an extremely

long service life, offset, milled

. 2,5/3,2
I BiM 225 2/10 TPI S 1136 CHF 2 6.28269

For metal, "pioneer" series

Material Total Tooth Corresponds Packing Order no.
length mm pitch mm to Bosch type unit

m ® Sheets 1-8 mm, profiles @ 5-100 mm,
offset, milled
. BiM 150

Progressive S 123 XF 5 6.31914
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BRINGING YOU OUTSTANDING
RESULTS WITH UNIQUE TECHNOLOGY:
THE METABO CORDLESS METAL
WORKING RANGE.

Professional applications require professional machines which can deliver
high performance and long-life. We use this moto for our corded machines
so there is no reasons why our battery operated machines should not also
follow suit. From a Metabo Li-power battery pack you will receive such
characteristics, especially from our PowerPlus and PowerExtreme range!

NEW unique gear technology
You can gain different torque
level outputs from gear 1 as
well as gear 2. Combined our
LT & LTX drills have one the
widest possible usable torque
ranges on the market, letting
you do more.

New motor concept Electronics unit
Patented, 4-pole motor on the ; Evaluates the currents, voltages and
LTX drills provides extremely d temperatures during use. For the protection
high performance capability I of all components, the device is switched off
and optimum efficiency in upon reaching certain extreme thresholds.

a compact package.




18 VOLT CORDLESS DRILL/SCREWDRIVER
BS 18 LT IMPULS

Each also available with 14.4 volts as
impact drill versions.

18 VOLT CORDLESS DRILL/SCREWDRIVER
BS 18 LTX IMPULS

The powerful drill with impuls technology
for tough jobs.

¢ Metabo torque clutch with an extended setting
range for an even wider range of applications

¢ Innovative motor concept: high performance with
small dimensions

¢ Fatigue-free operation due to perfect ergonomics

e Electronic overload protection protects both the
machine and the battery pack

e Li-Power Plus battery pack ensures optimum
provision of the necessary performance

Scope of delivery:

Quick-action keyless chuck, tension ring with
bit case for 6 bits, 2 Li-Power Plus battery packs
(18 V/2.6 Ah), "AIR COOLED" charger ASC 30,
plastic case

Lots of power for extreme applications.

¢ Metabo torque clutch with an extended setting
range for an even wider range of applications
e Maximum power thanks to Li-Power Extreme
battery packs and 4-pole compact motor
e Fatigue-free operation due to perfect ergonomics
e Electronic overload protection protects both
the machine and the battery pack
¢ Selectable impuls mode for precise driving
of screws and comfortable drilling

Scope of delivery:

Quick-action keyless chuck Futuro Plus with
metal sleeve, additional handle, tension ring
with bit case for 6 bits, 2 Li-Power Extreme
battery packs (18 /2.6 Ah), "AIR COOLED"
charger ASC 30, plastic case

INNOVATIVE GEAR CONCEPT

Unique on the market for many reasons. One being the fact that you can gain different torque
level outputs from gear 1 as well as gear 2. Combined our LT & LTX drills have one the widest
possible usable torque ranges on the market, letting you do more.

Comparative technical values BS 18 LT Impuls

BS 18 LTX Impuls

Battery pack type Li-lon Li-lon
Battery pack capacity 2,6 Ah 2,6 Ah
Max. torque soft/hard 26/60 Nm 42/ 96 Nm
Adjustable torque 1,5-13 Nm 1,56-13 Nm

Drill diameter in steel

13 mm/6 mm

13 mm/8 mm

No-load speeds

0-400/0-1.400 /min

0-400/0-1.400 /min

Drill spindle thread 1/2"-20 UNF 1/2"-20 UNF
Chuck capacity 1,5-13 mm 1,56-13 mm
Weight 1,9 kg 2 kg

Item number 6.02139.50 6.02145.50




18 VOLT CORDLESS SABRE SAW
ASE 18 LTX

The slimline and light model for convenient
sawing in any position.

To saw wood, plastics, metal pipes
and profiles etc.

Rubber coated die cast aluminium gear housing:

strong, durable and easy to hold

Maximum power thanks to Li-Power Extreme
battery packs

Variospeed (V) electronics for infinitely variable
change of number of strokes

Saw blade rotatable by 180° for working
comfortably overhead

Scope of delivery:

3-part saw blade set, hexagonal spanner,

2 Li-Power Extreme battery packs (18 /2.6 Ah),
"AIR COOLED" charger ASC 30, plastic case

LI-POWER PACK:

MORE PERFORMANCE - LOWER WEIGHT

The Li-Power Plus and Li-Power Extreme battery packs
have some of the highest power delivery capabilities
out of any battery pack on the market today. The
result? Maximum power delivery on the job in hand.

OVERLOAD PROTECTION

Evaluates the currents, voltages and temperatures during use. For the protection of all
components, the machine is switched off upon reaching certain extreme thresholds.

Comparative technical values ASE 18 LTX

Battery pack type Li-lon

Battery pack capacity 2,6 Ah

Strokes at no load 0-2.700 /min

Saw blade stroke 30 mm

Weight 3.6 kg (with battery pack)

Item number 6.02269.50




18 VOLT CORDLESS IMPACT DRIVER
SSD 18 LT

Both battery-operated impact drivers are
also available in 14.4 volt versions.

18 VOLT CORDLESS IMPACT WRENCH
SSW 18 LT

The compact unit with hexagonal socket holder.

e Compact battery-operated impact screwdriver
for applications requiring more power; thanks
to the higher revolutions and torque, ideal for
self-tapping screws

e Low kick-back working

e Variospeed (V) electronics for infinitely variable
speed change

¢ 3 speed and torque levels for selection

e Die cast aluminium gear housing for optimum
heat dissipation and stability

e Electronic overload protection

Scope of delivery:

2 Li-Power Plus battery packs (18 /2.6 Ah),
"AIR COOLED" ASC 30 charger, hand loop,
plastic case

The powerful unit with external square holder.

e Compact battery-operated impact screwdriver for
applications requiring more power; thanks to the
maximum torque, ideal for screws with large
diameters

e High torque machine with low kick-back torque

e Variospeed (V) electronics for infinitely variable
speed change

¢ 3 speed and torque levels for selection

e Die cast aluminium gear housing for optimum
heat dissipation and stability

e Electronic overload protection

Scope of delivery:

2 Li-Power Plus battery packs (18 /2.6 Ah),
"AIR COOLED" ASC 30 charger, hand loop,
plastic case

THE 3 YEAR WARRANTY FROM METABO.

Metabo are the only manufacturer to offer an extended 3 year warranty on all machines,
chucks, chargers and even batteries! If any of these items should fail within the warranty
period Metabo will repair or replace these items free of charge (under Metabo's discretion).
All purchases must be registered on-line within 4 weeks of purchase to qualify.

Comparative technical values SSD 18 LT SSW 18 LT
Battery pack type Li-lon Li-lon
Battery pack capacity 2,6 Ah 2,6 Ah

Idling speed level 1 0-1.600 /min 0-1.600 /min
Idling speed level 2 0-2.150 /min 0-2.150 /min
Idling speed level 3 0-2.650 /min 0-2.650 /min

Max. impact rate level 1/2 /3

1.500/2.700/3.300 /min

1.500/2.700/3.300 /min

Max. torque level 1/2/3

80/125/160 Nm

105/145/220 Nm

Bit retainer Hexagon recess 1/4" (6.35 mm) Outside square 1/2" (12.70 mm)
Weight (with battery pack) 1,8 kg 1,8 kg
Item number 6.02127.50 6.02128.50




ACCESSORIES FOR CORDLESS SCREWDRIVERS

Order no.
Screwdriver bit assortments
1/4" (6.35 mm) hexagonal shank
Bit-box with stainless steel bits (10 pieces)
Plastic case, consists of: a "Rapid in/ 6.25389

easy out" bit holder, and the most
frequently used metal processing bits:
2 Phillips bits, size 1, Phillips size 2,
one bit each in Phillips size 3, Inbus
2.5; 3.0; 4.0; 5.0. Bits and holder are
made of stainless steel

’

Bit box torsion (10 pieces)

Plastic case, consists of: 1 each: Phillips = 6.25390
bit Size 1, 2, 3; 1 each: Pozidriv bit Size

1, 2, 3; 1 bit each for slotted screws;

0.8 x 5.5 mm, 1.0 x 5.5 mm and

1.2 x 6.5 mm bit holder

"rapid in/easy out".

Aty

Bit box Torx + Pozidriv (10 pieces)

Plastic case, consists of: 1 bit each: 6.25391
Pozidriv, sizes 1, 2, 3 (torsion bits),

1 Torx bit, sizes TX 10, 15, 20, 25, 30

and 40; "rapid in / easy out" bit holder

|

Bit box torsion Universal (10 pieces)

Plastic case, consists of: 1 bit for 6.25396
slotted-head screws 0.8 x 5.5 mm,

1 bit Phillips S. 2, 1 bit Pozidriv size 2,

each 1 bit Torx size 10, 15, 20, each 1 bit

for screws with hexagon socket size 3,

4, 5. one "rapid in/easy out" bit holder

¢

Bit box Diamond Pozidriv (7 pieces)

Plastic case, consists of: Pozidriv bits 2 = 6.25393
x size 1, 3 x size 2, 1 x size 3 (diamond),
"Rapid in / easy out" bit holder

|

Bit box Torsion Torx (7 pieces)

Plastic case, consists of: 1 Torx bit 6.25394
each with 10, 15, 20, 25, 30 and 40.
"Rapid in / easy out" bit holder

¥

Angle drilling and screw-driving attachment

* Makes easy work of drilling and 6.31078
screw-driving in confined spaces
¢ Spindle with hexagonal recess
for screwdriver bits
 Bit retaining bush suitable for
clockwise and anti-clockwise rotation
® Metabo quick coupling, translation
ratio 1:1

i

QUICK-CHARGERS

Order no.

Universal quick charger AC 30 Plus, 14.4-18 V, "AIR COOLED", EU

¢ For charging all Li-Power Compact, 6.27056
Li-Power Plus, Li-Power Extreme
battery packs

¢ "A|R COOLED" charging technology

* Battery diagnosis

* Very low stand-by power
consumption

* New charging management system

® Charge time approx. 30 minutes
at 1.3 Ah

® For connecting to 230/240 V, 50-60 Hz

Quick charger AC 15 Plus, 14.4-18 V, "AIR COOLED", EU

e For charging all Li-Power Compact, 6.27292
Li-Power Plus, Li-Power Extreme
battery packs

¢ "AIR COOLED" charging technology

¢ Battery diagnosis

¢ Very low stand-by power
consumption

* New charging management system

e Charge time approx. 15 minutes
at 1.3 Ah

® For connecting to 230/ 240 V, 50-60 Hz

BATTERY PACKS

Order no.

Li-Power Plus

Li-Power Plus 18 V-2.2 Ah 6.25469

Li-Power Plus 14.4 V-2.6 Ah 6.25456

Li-Power Plus 18 V-2.6 Ah 6.25457
Li-Power Extreme

Li-Power Extreme 14.4 V-2.6 Ah 6.25458

Li-Power Extreme 18 V-2.6 Ah 6.25459




BIE'ST RESULTS: METABO IS ALSO THE
FIRST CHOICE FOR COMPRESSED AIR.

Our compressors are subjected to thousands of hours of testing. Cold starts in
‘subzero temperatures and then continuous testing in extremely high ambient
temperatures. We have a wide range of compressors and air tools so please take
some time to take a look. We are confident you will find the right professional

machine to suit your needs.



Mega 700 D*

COMPRESSOR MEGA 700 D

Mega 500 W*

Power 260* Basic 300*

* Figures are subject to colour changes. New range available!

COMPRESSOR POWER 260

Tougher and more durable V-belt compressor
for professional use.

¢ Solid, mobile V-belt compressor — tried and tested
device for high powered use

¢ Rotary current type with 400 V CEE plug and phase
inverter

e Robust quality - quiet and durable

e 2-cylinder condenser with sturdy belt safety guard

* Two manometers for controlled working and tank
pressure

COMPRESSOR MEGA 500 W

Robust, silent and durable V-belt compressor
for alternating current.

e Solid, mobile V-belt compressor — tried and tested
device for high powered use

¢ For single phase alternating current

® Robust quality - quiet and durable

e 2-cylinder condenser with sturdy belt safety guard

* Two manometers for controlled working and tank
pressure

Compact and mobile piston compressor
for construction site use.

e Compact and mobile piston compressor for
professional use indoors and at construction sites

¢ Oil-less piston condenser with innovative
PLS technology

¢ For single phase alternating current

e Fittings and control elements protected in tubular
frames and clearly visible

* Two manometers for controlled working and tank
pressure

COMPRESSOR BASIC 300

Robust and mobile piston compressor for lighter
commercial uses.

e Sturdy, mobile piston compressor — suitable
for small and versatile commercial applications
e Qil-lubricated piston condenser
¢ For single phase alternating current
e Filter pressure reducer with manometer
for improved air quality
e Additional manometer for tank pressure

Comparative technical values Mega 700 D Mega 500 W Power 260 Basic 300
Suction rate 600 I/min 380 I/min 235 I/min 290 I/min
Filling capacity 500 I/minw 280 I/min 125 I/min 165 I/min
Effective delivery volume (at 7.2 bar working pressure) 440 I/min 240 I/min 110 I/min 150 I/min
Max. pressure 10 bar 10 bar 8 bar 10 bar
Rated input power 4 kW 2,2 kW 1,5 kW 1,85 kW
Tank capacity 90| 60 | 41 501
Voltage 400V 230V 230V 230V
Sound pressure level (LpA) 91 dB (A) 84 dB (A) 87 dB (A) 89 dB (A)
Weight 119 kg 83 kg 18 kg 40 kg
Item number 0010070058 0010050081 0230026211 0230034206




1/2" SR 1500 Set 1/2" SR 2700 BM 500

MHS 5050 Set

CHIPPING HAMMER COMPRESSSED AIR IMPACT SCREWDRIVER
MHS 5050 SET 1/2" SR 2700
The chipping hammer with high transmission of High performance unit for changing tyres, repair and
power; ideal for working on construction sites. assembly work.
¢ Quick-action chuck for easy and quick change ¢ | ow-noise and low-vibration impact screwdriver
of the chisels with durable pin clutch for comfortable work in
¢ Long piston stop for high power transmission industry, craft and the automobile industry
and effective operation ¢ High speed and powerful torque
e Ergonomic rubber-coated handle for high ¢ Clockwise and anti-clockwise rotation
operating comfort and safe control; cold-insulated e Tightening torque adjustable to three levels

and anti-slip
Scope of delivery:
Scope of delivery: Plug-in nipple, line lubricator, oil bottle, plastic case
Quick change chuck, plug-in nipple 1/4", goggles,
3 chisels, plastic case

COMPRESSSED AIR IMPACT SCREWDRIVER COMPRESSED AIR DRILL
1/2" SR 1500 SET BM 500
The compact unit for automobile assembly High pressure unit with quick action keyless chuck.
and repairs.
e With quick-action keyless chuck 3/8"
e For screwing wheel bolts on automobiles ¢ Clockwise/anti-clockwise rotation with quick
e Durable hammer impact mechanism changeover
¢ Clockwise and anti-clockwise rotation e Exhaust air lead out through the handle

Tightening torque adjustable to two levels

Scope of delivery:

Plug-in nipple, 10 socket wrench (10, 11, 13, 14, 17, 19,
21, 22, 24, 27 mm), extension, line lubricator, oil
bottle, plastic case

Comparative technical values MHS 5050 Set 1/2" SR 1500 Set 1/2" SR 2700 BM 500
Working pressure 6,2 bar 6,3 bar 6,2 bar 6,2 bar
Holder 10 mm 1/2" 1/2" -

Air requirement 370 I/min 360 I/min 400 I/min 440 I/min
Impact rate 2.000 /min - - -

Speed - - - 1.800 /min
Loosening torque/torque - 360 Nm 677 Nm -

Chuck capacity - - - 1-10 mm
Weight 1,94 kg 2 kg 2,5 kg 1,2 kg

Item number 0901063729 0901059721 0901059730 0901054533




WS 7400 ES 7700

COMPRESSED AIR ANGLE GRINDER
WS 7400

STS 7000

KS 6000 Set

= Ty

COMPRESSED AIR BAR GRINDER

STS 7000

The safe one for efficient work.

e Anti-vibration handle

e Safety lever for protection against accidental

start up

e Silencer; outgoing air is guided forwards,
away from the workpiece and the operator

Scope of delivery:

Anti-vibration handle, protective hood for disc,

plug-in nipple 1/4", open-jawed span

ner

COMPRESSED AIR DISC SANDER

ES 7700

The universally applicable one with
vibration-damped housing.

¢ For sanding/grinding even and curved surfaces,

non-ferrous metals and sheet steel

e \elcro-faced backing pad (6 holes) in professional

format (@ 150 mm)

e Precision rotor and self-adjusting blades made

of special wear-proof plastic

Scope of delivery:
Exhaust hose (1.9 m), dust collection

open-jawed spanner (21 mm), plug-in nipple 1/4"

sack,

The durable and powerful one for low-noise work.

¢ For sanding/grinding, deburring, moulding/routing

and engraving

e With safety lever

e Heavy-duty nodular cast iron
professional use

¢ [ntegrated speed control

Scope of delivery:

cylinder for

2 open-jawed spanner (13 mm, 16 mm), 2 collets

(3 mm, 6 mm), plug-in nipple

1/4"

COMPRESSED AIR LARGE DIAMETER SAW

KS 6000 SET

The accurate one for the workshop.

e Suitable for cutting metal sheets, plastics,
aluminium, wood and fibre glass

e Saw blade holder for exact saw blade guide, high
cutting output, clean cutting edges and quick saw

blade change

e Adjustable hoop guard for exact setting of cutting

depth

Scope of delivery:

5 saw blades each (18 teeth, 24 teeth, 32 teeth),
plug-in nipple 1/4", turn-tilt air inlet joint 1/4",
oil bottle, Allen key 3 mm, plastic case

Comparative technical values WS 7400 ES 7700 STS 7000 KS 6000 Set
Working pressure 6,3 bar 6,3 bar 6,3 bar 6,3 bar

Air requirement 400 I/min 550 I/min 570 I/min 470 I/min
Speed - 12.000 /min 20.000 /min

Weight 1,8 kg 0,96 kg 0,55 kg 0,67 kg
Item number 0901063710 0901061017 0901006040 0901061009




OUR RELIABLE SERVICE DEPARTMENT IS ON HAND TO ASSIST YOU AND YOUR METABO.

Whoever buys a Metabo device, has consciously chosen the best quality: Long service life, robust
design, user friendliness and safety. A real Metabo works as hard as you do. And when it comes to
service, it will convince you with its’ considerable benefits, to be precise, with six excellent services.
Because you have earned it. Metabo. Work. Don’t play.

XXL WARRANTY
XxL

We give you the extra long XXL warranty on all our products. Simply register up to 4 weeks after your purchase on the internet.
GARANTIE And your normal guarantee is extended to three years.

ONLINE SERVICES

At www.metabo.com you will find all information pertaining to the Metabo products and services.

—(I(q

8 YEAR WARRANTY ON REPLACEMENT PARTS

8 JAHRE We guarantee that we can deliver spare parts for your Metabo device up to 8 years after final production run.
GARANTIE

Metabowerke GmbH Metabo (UK) Ltd

Postfach 1229 25 Majestic Road

72622 Nurtingen, Germany Nursling Industrial Estate Metabo supports
Telephone +49 (0) 7022 72-0 Southampton
Telefax +49 (0) 7022 722595 SO16 OYT ERE

6.54303.80 - M 08744/0610 - Printed in Germany/Imprimé en Allemagne - Subject to changes due to technical progress, factual and printing errors
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www.metabo.com work. don’t play.
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