






  KS 216 LASERCUT 
CROSSCUT AND MITRE SAW  

  A very compact, portable 8 inch mitre saw with 
a host of additional features supplied as standard.  
    

    •   Compact light-weight saw, ideal for mobile use

    •   For cutting wood, coated panels and plastics

    •   Laser for exact display of the cut

    •   Integrated working light

    •   All scales visible from the working position

    •   Chip collection bag for clean air at the workplace

    •   Bevel tilt left from 0° to 45°

    

Scope of delivery:   
Carbide saw blade with alternately bevel-ground tips 

(40 teeth), 2 integrated table extensions, workpiece 

clamping fi xture, tool for saw blade change, chip 

collection bag, laser, high lateral sliding stopper 

profi les  

  Technical Data    KS 216 Lasercut  

  Dimensions L x W x H       480 x 543 x 325 mm  

  Maximum cutting width 90°/45°    120 mm/80 mm  

  Maximum cutting depth 90°/45°    60 mm/45 mm  

  No-load speed    5.000 /min  

  Cutting speed       39 m/s  

  Saw blade       Ø 216 x 30 mm  

  Adjustment options   
  –     Turntable left/right (maximum)  
  –     Bevel left/right (maximum)  

  

47°/47°

45°/0°  

  Rated input power    1,35 kW  

  Weight    9 kg  

  Item number    0102160000  
  Ease of mobility on and off the job site. Great for cutting 

skirting and architrave.  



  SMALL, LIGHT, MOBILE: THE METABO KS AND KGS MODELS

    These KS and KGS models represent the Metabo standard that starts where many 

others will end. They have been designed to be portable mitre saws, ideal for the 

woodworking enthusiast right through to the semi-professional. They represent 

excellent value, very good build quality, impressive cutting capacities and a host 

of additional features supplied as standard.   

  Common features of the KGS models:  
    •   With precision roller bearings, for all cutting tasks, 

ideal for interior construction work.

    •   For cutting wood, coated panels and plastics.

    •   Laser for exact display of the cutting line.

    •   Integrated working light.

    •   Integrated cutting depth control.

    •   All scales visible from the front working position.

    •   Chip collection bag aids dust collection.

    •   Bevel tilt left from 0° to 45°.

    

    Scope of delivery:  
    Carbide metal saw blade with alternating bevel-ground 

tip, 2 integrated table extensions, high, lateral sliding 

stop profi les, workpiece clamping fi xture, tool for 

changing saw blades, chip collection bag, laser.   

  Technical Data    KGS 254    KGS 216  

  Dimensions L x W x H    850 x 620 x 400 mm    820 x 543 x 355 mm  

  Maximum cutting width 90°/45°    305 mm/205 mm    305 mm/205 mm  

  Maximum cutting depth 90°/45°    90 mm/47 mm    65 mm/36 mm  

  No-load speed    4.500 /min    5.000 /min  

  Cutting speed    42 m/s    42 m/s  

  Saw blade    Ø 254 x 30 mm    Ø 216 x 30 mm  

  Adjustment options  
    –     Turntable left/right (maximum)  
    –     Bevel left/right (maximum)  

  

47°/47°

    45°/0°  

  

47°/47°

    45°/0°  

  Rated input power    1,8 kW    1,5 kW  

  Weight    17,5 kg    14 kg  

  Item number    0102540000    0102160100  
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  KGS 216 SLIDE CROSSCUT 
AND MITRE SAW  

  KGS 254 SLIDE CROSSCUT 
AND MITRE SAW  

  The mobile all round solution, ideal for interior & 
exterior construction work and with cutting 
depths of up to 90 mm. No problem with 3x3.  

  The mobile all round solution, ideal for laminate 
fl ooring, skirting and architrave. Cutting depth 
up to 65 mm with 305 mm width.  



  HIGHEST PERFORMANCE.

    EASY TO HANDLE.    THE 

CON STRUCTION SITES 

MULTI-TALENTED SAW    Saw table  

    With large support surface 

and sturdy parallel stop.  

  Powerful 1.8 kW universal motor  

    With electronic motor brake.  

  KGT 300  

  315 mm saw blade  
    Housing and holder permit the use of 

a 315 mm blade. This enables the clean 

cutting of strips up to a height of 

120 mm.  

  Saw head can be inclined on both sides  
    As a result the coated side of the 

material is on top for all cuts thus 

ensuring cleaner cutting edges.  

  Optimum cutting height  
    Due to the special position of the 

motor, this unit is ideal for both 

cross-cutting and table saw operation. 

The motor is no longer in the way.  

  Quick adjustment 

of the table height  

  Light and sturdy  

    Low weight due to aluminium die cast 

construction ensuring easy 

transportation.  

  Turntable position infi nitely 

variable  

    From 50° left to 60° right.  

  Especially large saw blade (315 mm)  

    Ideal for processing panels, 

laminates and high strips.  



  KGT 501 CROSSCUT, MITRE 
AND TABLE SAW  

  KGT 300 CROSSCUT, MITRE 
AND TABLE SAW  

  Crosscut and mitre saw with table  
    

    •   Compact mounting saw with three functions: 

crosscut, mitre and table saw.

    •   Low weight for easy transport. 

    •   Changeover from crosscut to table operation 

in seconds.

    •   Freely height-adjustable saw blade as table saw.

    •   Powerful universal motor.

    •   Sturdy and precise aluminium cast construction.

    •   Sturdy parallel guide/ripping fence.

    •   Saw head can be inclined on both sides.

    

    Scope of delivery:  
    Carbide saw blade, chip hood, parallel guide.  

  Technical Data    KGT 300    KGT 501  

  Dimensions L x W x H    575 x 760 x 730 mm    620 x 663 x 878 mm  

  Table size    473 x 345 mm    520 x 500 mm  

  Maximum cutting width 90°/45°    170 mm/112 mm    210 mm/154 mm  

  Maximum cutting depth 90°/45°    100 mm/66 mm    60 mm/45 mm  

  Maximum cutting height in table mode 90°    0–55 mm    3–81 mm  

  No-load speed    3.400/min    3.620/min  

  Cutting speed    56 m/s    42 m/s  

  Saw blade    Ø 315 x 30 mm    Ø 250 x 30 mm  

  Adjustment options  
    –     Turntable left/right (maximum)  
    –     Bevel left/right (maximum)  

  

50°/60°

    48°/45°  

  

45°/45°

    45°/0°  

  Rated input power    1,8 kW    2 kW  

  Weight (for KGT 501 including stand)    21 kg    45 kg  

  Item number    0103300000    0102505018  

  Metabo induction motor 
with motor brake (KGT 501).
    Extremely quiet running yet 

precise thanks to the Metabo 

induction motor.  

  Flip-over saw. Crosscut and mitre saw with 
table and stand.  
    

    •   Compact mounting saw with three functions: 

crosscut, mitre and table saw.

    •   Changeover from crosscut to table operation 

in seconds.

    •   Freely height-adjustable saw blade as table saw.

    •   Quiet induction motor - maintenance-free and 

robust.

    •   Mechanical motor brake.

    •   Sturdy and precise aluminium cast construction.

    •   Stand fi xed to the machine: foldable legs for 

problem-free work on the ground.

    

    Scope of delivery:  
    Carbide saw blade, chip hood, parallel guide, 

foldable stand.  
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  Technical Data    SHR 2050 M    ASR 2025  

  Air output (at fan)       61 l/s    61 l/s  

  Vacuum       248 hPa (mbar)    248 hPa (mbar)  

  Filter surface       8.600 cm²    8.600 cm²  

  Rated input power       1.200 W    1.200 W  

  Container volume    50 l    25 l  

  Suction hose  
  –     Diameter  
  –     Length  

  

35 mm

3,5 m  

  

35 mm

2,5 m  

  Weight    16 kg    11 kg  

  Item number    6.02044    6.02022  

  ASR 2025 1200 WATT MULTI-PURPOSE 
VACUUM CLEANER  

  SHR 2050 M 1200 WATT SPECIAL WOOD 
SUCTION UNIT  

  SHR 2050 M    ASR 2025  

  Powerful all-purpose vacuum cleaner with 
electro-magnetic vibration system and large 
container volume.*NOT FOR UK*
Meets dust class M  
    

    •   Suitable for extracting dust and solid particles 

(e.g. bore dust, chips, wood remains, sand, ash, 

cullets, nails, foliage) as well as all kinds of 

liquids (except extremely infl ammable and 

combustible materials, e.g. oil, benzene or 

thinner).

    •   Suitable for extracting hazardous dust particles 

of dust class M (MAK values > 0.1 mg/m  3  ).

    •   Minimum volume fl ow adjustable.

    •   Automatic control of air speed.

    •   Optimum noise damping.

    •   Two pleated fi lters suitable for dust class M, 

transmittance < 0.1 %.

    •   Easier and quicker fi lter change.

    •   Electro-magnetic vibration device.

    •   Integrated socket with automatic start 

mechanism.

    

    Scope of delivery:  
    Suction hose, (Ø 35 mm, 3.5 m long), handle 

adapter, 2 suction pipes, 2 fi lter cassettes made 

from cellulose, crevice nozzle, multi-purpose 

nozzle, paper fi lter bag.  

  Powerful all-purpose vacuum cleaner with 
electromagnetic vibration device for cleaning 
the fi lter.  
    

    •   Suitable for extracting dust and solid particles 

(e.g. bore dust, chips, wood remains, sand, ash, 

cullets, nails, foliage) as well as all kinds of 

liquids (except extremely combustible and 

fl ammable materials, e.g. oil, benzene or thinner).

    •   Fully automatic electro-magnetic vibration 

equipment.

    •   Automatic trailing mechanism for emptying 

the suction hose completely.

    •   Integrated socket with automatic start 

mechanism.

    

    Scope of delivery:  
    Suction hose, (Ø 35 mm,2.5 m long), handle 

adapter, 2 suction pipes, 2 fi lter cassettes made 

from cellulose, crevice nozzle, multi-purpose 

nozzle, paper fi lter bag.  



  Technical Data    SPA 1101    SPA 1702 W    SPA 2002 D    SPA 2002 W  

  Dimensions L x W x H       820 x 450 x 1.950 mm    882 x 562 x 1.671 mm    1.178 x 650 x 1.973 mm    1.178 x 650 x 1.973 mm  

     Maximum vacuum       1.300 Pa    1.730 Pa    2.124 Pa    2.124 Pa  

     Maximum fl ow       842 m³/h    1.010 m³/h    790 m³/h    790 m³/h  

  Filter surface       1,2 m²    1,1 m²    4,1 m²    4,1 m²  

  Dustsack volume       60 l    90 l    135 l    135 l  

  Mains voltage       230 V    230 V    400 V    230 V  

  Rated input power       0,37 kW    0,75 kW    1,5 kW    1,1 kW  

  Weight       25 kg    24 kg    116 kg    114 kg  

  Item number    0130011004    0130170100    0130200110    0130200100  

  SPA 2002 D DUST EXTRACTION SYSTEM / 
SPA 2002 W DUST EXTRACTION SYSTEM  

  SPA 1702 W DUST EXTRACTION SYSTEM / 
SPA 1101 DUST EXTRACTION SYSTEM  

  SPA 1101    SPA 1702    SPA 2002 W  

  SPA 2002 D  

  Powerful extraction for connection to all 
wood processing machinery.  
    

    •   Improved air quality.

    •   High extraction performance.

    •   Mobile use, easy to connect.

    •   Suction hose connection Ø 100 mm.

    •   Mobile; stable stand with supported chip 

collection bag.

    •   Large range of accessories.

    •   For single phase alternating current. 

    •   BIA tested dust fi lter for category G 

(SPA 1702 W).

    •   Aerodynamically shaped fan wheel made of 

impact-resistant ABS plastic for high air output, 

low noise and long service life (SPA 1101).

    

    Scope of delivery:  
    Suction hose 100 x 2500 mm. 

    

    

    

    

    

    Suitable accessories for our extraction devices 
can be found in our Accessories catalogue.  

  The Metabo professional dust extraction devices.  
    

    •   Available for three-phase or single-phase 

alternating current.

    •   Air purifi er, certifi ed according to GS-HO-07.

    •   Continuous compliance of only 0.1 mg/m3 

residual dust content for a healthy environment 

at work.

    •   Released for commercial use without further 

actions.

    •   For connecting to all wood processing machines.

    •   Optimised ratio between fl ow and vacuum for 

improved performance.

    •   Effective discharge by Cyclone technology.

    •   Manometer for monitoring the minimum air 

volume fl ow.

    •   Easy and effective fi lter cleaning, also during 

operation.

    •   Mobile; stable stand with supported chip 

collection bag.

    •   Release lever for quick changing of dust sack.

    •   Window for checking capacity of bin.

    •   Large range of accessories.

    

    Scope of delivery:  
    Suction hose 100 x 2500 mm.   
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  Circular saw blades   „power cut“  

  Carbide circular saw blades  
    •   For coarse and semi-fi ne cuts with continuous 

feed and low performance requirements
    •   Good cutting results for straight cuts in solid 

wood
    •   Can be used, in part, for construction wood 

with nails and concrete residue
    •   On coated wood or other composites, only 

a coarse cut quality is possible  

  Dia-
meter 
mm  

  Cutting 
width 
mm  

  Steel blade 
thick       ness 
mm  

  Bore Ø    Number 
of teeth  

  Tooth 
form  

  Order no.  

  216     2,4    1,8     30    24     WZ    6.28009  

  254     2,4    1,8     30    24     WZ    6.28220  

  Circular saw blades   „precision cut“  

  •   Very wide range of uses in woodworking
    •   For very good, clean cut results for longitudinal 

or transverse cutting in softwood and hardwood
    •   Well suited for solid wood and plywood, 

untreated, coated or veneered chipboard, MDF, 
composite materials

    •   The circular saw must have high performance 
power  

  Dia-
meter 
mm  

  Cutting 
width 
mm  

Steel blade 
thick       ness 
mm

  Bore Ø    Number 
of teeth  

  Tooth 
form  

  Order no.  

  216    2,4    1,8    30    48    WZ    6.28041  

  254    2,4    1,8    30    48    WZ    6.28221  

  254    2,4    1,8    30    60    WZ    6.28222  

  305    2,4    1,8    30    48    WZ    6.28227  

  305    2,4    1,8    30    60    WZ    6.28228  

  305    2,4    1,8    30    84    WZ    6.28229  

  315    2,4    1,8    30    48    WZ    6.28224  

  315    2,4    1,8    30    84    WZ    6.28225  

  Circular saw blades   „multi cut“  

  •   Universal use for demanding materials
    •   For the highest standards in cutting quality, e.g. 

laminate, plastic, aluminium, copper and bronze 
materials

    •   Ideally suited for many applications in interior work
    •   Perfect cutting results, also on transverse cuts in 

solid wood, coarse, coated or veneered chipboards, 
MDF

    •   The circular saw must have a very high 
performance power

    •   Relatively slow saw advance  

  Dia-
meter 
mm  

  Cutting 
width 
mm  

Steel blade 
thick       ness 
mm

  Bore Ø    Number 
of teeth  

  Tooth 
form  

  Order no.  

  216    2,4    1,8    30    60    FZ/TZ    6.28083  

  254    2,4    1,8    30    80    FZ/TZ    6.28223  

  305    2,8    2    30    96    FZ/TZ    6.28091  

  315    2,4    1,8    30    96    FZ/TZ    6.28226  

  315    2,8    2    30    96    FZ/TZ    6.28092  

  

  Other accessories  
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  Machine stand KSU 400

    Order no. 

    0910066110  

  •

  

  •
  

  •
  

  •
  

  Universal machine stand

    Order no. 

    0910057529  

  

  

  •

  

  •

  

  •

  

  Table length extension

    Order no. 

    0910057545  

  •    •    •  

  Table length extension left

    Order no. 

    0910057537  

  •    •    •  

  Length stop

    Order no. 

    0910065157  

  

  

  •

  

  •

  

  

  

  Crown stops

    Order no. 

    0910065149  

  •    •  

  LED light

    Order no. 

    0910065173  

  •    •  

  Table insert

    For splinter-free cuts

    Order no. 

    0910065165  

  •  

  Spray for maintenance and care

    Order no.   

0911018691  

  •    •    •    •    •  

  Saw blade depot (up to Ø 254 mm)

    Order no.   0910064339  
  •    •    •        •  

  NEW  

  NEW  

  NEW  

  NEW  

  The Metabo 3-year warranty
    Register at: www.metabo.com/xxl  

  www.metabo.com  


